INSTERSTATE

CONVERT YOUR
PAINT BALL TANK
INTO A CGA320
OUTLET

WRCO2-5A4

CGA320
Threads

G1/2-14
Thread
Valve

CO:
Paintball
Tank

L N

PAINTBALL TA
INTO A 5/8-18 M
CO2 CARTRIDGE

CONVERT YOL:%
INI

WRCO02-320

5/8" - 18 UNF
Threads on a
Mini Disposable
(24 oz) Cartridge

G1/2-14
Thread Valve

CO:
Paintball
Tank

PNEUMATIC MANUFAGTURING

CONVERT YOUR
MINI M16X1.5 CO2
CARTRIDGE INTO A
PAINTBALL TANK

WRCO2-320R

Paintball Tank
G1/2 - 14 with
O-Ring

M16x1.5
Thread

88gmsCO2
Cartridge

Works as Paintball Tank

CO2 ADAPTERS

CONVERT YOUR
CGA320 OUTLET
CO2 TANK INTO A
PAINT BALL TANK

WRCO2-4A5

Paintball Tank
G1/2-14
with O-Ring

CGA320
" Thread
Valve

USE ANY PAINTBALL
CO2 TANK (G1/2-14)
WITH YOUR SODA
MACHINE CANISTER

Soda Machine
Canister

[NTERSTATE
| eI

MM CO: CAPACITY

G1/2 -14
Thread Valve

Paintball Tank works as
Soda Machine Canister

REFILL PAINTBALL
CO2 TANK FROM A
LARGER TANK

WRCO2-FV

Fill Valve

INTERSTATE
T

UM €02 CAPACITT

G1/2 -14
Thread Valve

All Adapters are Rated for Max 1800 PSI
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INTERSTATE

PNEUMATIC MANUFAGTURING

CO2 ADAPTERS

IN CO2 PAINTBALL (G1/2-14) IN CO2 PAINTBALL (G1/2-14) IN CO2 PAINTBALL (G1/2-14) IN CO2 PAINTBALL (G1/2-14)
TANK TO OUT CO2 DISPOSABLE | TANK TO OUT CO2 DISPOSABLE |TANK TO OUT CO2 DISPOSABLE | TANK TO OUT CO2 DISPOSABLE
(M16X1.5) MINI TANK ADAPTER |(3/8-24” UNF) MINI TANK ADAPTER| (G1/2"-14) MINI TANK ADAPTER | (G1/2"-14) MINI TANK ADAPTER

WRCO2-320-16

(M16X1.5) Threads
on a CO2 Disposable

Cartridge

i¥
T

4d Thread Valve

CO;
Paintball Tank

WRCO2-320-38

(3/8”-24UNF) Threads
on a CO2 Disposable
Cartridge

UINTERSTATE G1/2-14
RiXimum cos .:,'.u;,:-:l" Thread Valve

CO;
Paintball Tank

WRCO2-320R-38

Paintball Tank
G1/2-14 with
O-Ring

(3/8"-UNF)
Threads on a CO2
Disposable Cartridge

WRCO2-320R-58

Paintball Tank
G1/2-14 with
0O-Ring
Max OP 1800 Psi

(5/8"-UNF)
Threads on a CO2
Disposable Cartridge

v

A

American General Tool Group
www.interstatepneumatics.com Toll Free: 1-888-455-8665 Fax: 760-480-0411 Email: sales@americangeneraltools.com

All Adapters are Rated for Max 1800PSI gﬁyw‘
R
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